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MEDIUM AND LARGE SIZE BAG FILLING MACHINE single and double mod.

Innovation in our field is what can set a company apart on the market.

Pack Solution has managed to stand out by focusing on Customer needs, creating a
MODULAR STRUCTURE overall and in its internal components.

Defining a perfectly implemented, innovative project as a starting point for the future of open
mouth bag filling systems is what we have been able to do with our VENERE machine.

This base model machine CAN BE subsequently EXPANDED by replacing some components
that allow increased production.

VENERE single base model offers a production capacity of 600 bags/hour.
With the replacement of some components, the machine can easily reach 900 bags/hour.
Furthermore, it is always also possible to add or replace modules and components to meet
changing needs, even at a later stage.

For example, a second module in addition to the base model can double production.




Two interchangeable
discharge systems:

Adjustable discharge mouth
for granular products,
made with two graduated
opening semicircles for
processing bags of different
sizes, programmable via the
operator panel.

Watertight discharge mouth
for powdered products,
with internal exhaust air
recirculation. This system
reduces dust in the discharge
area to zero.
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Single bag peeling: Closing: Evacuation of full bags:

In addition to correct alignment of the bag to be filled, it is also With hot or pulse heat-welding bars for pre-glued pinch top bags or bags In line or 90°. For unstable products, we offer a system that allows
possible to apply an adhesive label or print a whole tag on the bag in with heat transferable paper or seam. selvedge sealing until the bag is lying down. This same system is able to
an extended position, ensuring perfect yield. Available also with air-exhaust for hermetic sealing systems. select any unsuitable bags in the different directions.




